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Schematic:

GRF5504 configured for 135-175 MHz operation. 



Response: 



Standard Data: 

In Saturation:

Descriptor Freq MHz Vcc V Iccq mA Ven1 V Ien1 mA Ven2 V Ien2 mA Gain dB OIP3 dBm OP1dB dBm PAE % EVB NF dB

GRF5504 standard data 135 5 119.5 5 0.8 5 0.3 40.3 29.8 33.2 50.6 10.6

GRF5504 standard data 145 5 119.5 5 0.8 5 0.3 40.6 29.9 35 59.5 9.7

GRF5504 standard data 155 5 119.5 5 0.8 5 0.3 41 30.6 35.5 61.3 8.9

GRF5504 standard data 165 5 119.5 5 0.8 5 0.3 41.2 32.2 34.7 60.1 8.4

GRF5504 standard data 175 5 119.5 5 0.8 5 0.3 40.9 34.6 33.4 59.2 7.9

Descriptor Freq MHz Vcc V Iccq mA Ven1 V Ien1 mA Ven2 V Ien2 mA Pin dBm Psat dBm Gain dB PAE %

GRF5504 saturated output power 135 5 120.2 5 0.8 5 0.3 0 33.87 33.87 58.6

GRF5504 saturated output power 145 5 120.2 5 0.8 5 0.3 0 35.16 35.16 66.2

GRF5504 saturated output power 155 5 120.2 5 0.8 5 0.3 0 35.75 35.75 63.7

GRF5504 saturated output power 165 5 120.2 5 0.8 5 0.3 0 35.41 35.41 60.8

GRF5504 saturated output power 175 5 120.2 5 0.8 5 0.3 0 34.17 34.17 60.7
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